Turnbuckles

TURNBUCKLES
ITEM NO. 08-6xx

Hot Dipped Galvanized
Available: Jaw and Jaw, Eye and Jaw, Eye and Eye, Eye and Hook, Hook and Hook

Turnbuckles exceed requirements of federal specification FF-T-791B and are in accordance with military
specification MIL-T-22745.

Diam. & Take- Overall Length Working Load Weight (Ibs.)
up Closed (Tons)
3/8" x 6" 12 %" Ya 11/6
" X 6" 14" 1 2
" X 9" 17" 1 2Ys
" X 12" 20 1 2 Ya
5/8" X 6” 15 3" 1% 31/8
5/8" X 9" 18 %" 1% 3%
5/8" X 12" 219" 1% 4,
5/8" X 18" 27" 1% 45/8
¥ X 6" 17 5/8” 2Y 5
" X 9" 20 5/8” 2% 5%
" X 12" 23 5/8” 2Y 6 5/8
4" X 18" 29 5/8” 2% 8V
1" X 6" 20 %" 4% 10 1/8
1" X 12" 27" 4% 13 Ya
1" X 18" 33 ¥ 4% 16 1/8
1" X 24" 39 %" 4% 19

Other configurations available. Please call for detalils.

Page 08-9

HENDERSON MARINE SUPPLY, INC.
Last Updated: 3/21/2003 10:46:00 AM

\ 800-523-1586 www.hendersonmarine.com

{\ Specifications subject to change without notice. Not responsible for rust.
Liability limited to product replacement at the option of Henderson Marine Supply, Inc.
Not responsible for anv inaccuracies in specifications.



